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Introduction

Desgned to help Polymer Technologists, this Data book contains Product Specification Sheets, 
in pdf format, for all Axion Polymersʼ mixed plastic chip grades. Our Axplas grades are derived 
from post-consumer feedstock and are cleaned, separated mixed plastic chips. These products 
offer processors and producers a source of low cost feedstock. 

In addition to Axplas mixed plastic chip, our range of recycled polymers includes Axfoil 
polystyrene sheet, Axpoly polystyrene granulate and various Axpoly polypropylene bespoke 
grade granulates. If you are interested in Data books for these materials, please contact our 
Sales team or download them from our website.

Sales team tel: 
Laura:  +44 161 408 0636
Edyta tel:  +44 161 408 0639
Keith & Neil:  +44 161 737 6124
Website: www.axionpolymers.com/products.cfm

Please note that the brand names for Axion Polymersʼ products Axpoly®, Axfoil®, and Axplas® 
are all registered trademarks and protected under UK copyright laws.  

http://www.axionpolymers.com/products.cfm
http://www.axionpolymers.com/products.cfm
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WHAT WE DO
Axion Polymersʼ award winning     
factory is one of the most advanced 
plastics recycling factories in Europe.  
The plant separates and compounds 
WEEE and other post-consumer 
sources of input raw material. 

A multi million pound investment    
includes state-of-the-art plant and 
equipment operated by highly    
qualified, experienced staff delivering 
some of the highest grade recycled 
polymer in the world. 

In Axion Polymers 40,000 sq ft   
premises in Salford, Greater       
Manchester, the Axion production 
team is operating market leading 
technical processes to deliver     
consistently high quality products 
within tight technical specifications.  

Mixed and contaminated thick-walled 
plastics of all polymer types can be 
processed successfully into high 
quality recyclate suitable for re-use in 
injection moulding and extrusion 
processes. 

The unique process at the Salford 
site has been developed over the 
last two years and now consists of 
over twenty individual process 
stages which enables Axionʼs        
finished products to compete     

technically and commercially with 
virgin grade polymers as produced 
by large multi national corporations.

WHAT DO WE STAND FOR?
We are experts in the recovery and 
re-use of post-consumer plastics. 
Our team ʻmineʼ resources from     
existing waste streams to produce 
sustainable materials with massively 
reduced carbon impact. 

Axion Polymersʼ team is enthusiastic 
and highly skilled with the knowledge 
and know-how to deliver innovative, 
novel and practical product design 
and development. 

We are able to offer knowledge, ex-
perience and expertise in planning, 
modeling and the development of 
project control systems, with the   
ability to respond to strict customer    
deadlines and reporting                 
requirements. 

Polymers

Axion Polymers & 
Axpoly ¨

Plastics for a sustainable future

www.axionpolymers.com

xion 

1. Successfully replaces virgin 
grade resin

2. Award winning product

3. ISO9000 quality certiÞed

4. Sustainable raw material

5. 80% less CO2

6. Appeals to !greener" 
      customers

7. 100% post-consumer

8. Can be recycled again

9. Saves the Planet 

10.Nice people to work with

TEN REASONS TO CHOOSE

 AXPOLY¨
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Contact us  
Axion Polymers 
Langley Road South 
Salford 
Manchester 
M6 6HQ 

Tel: 0161 737 6124 
Fax: 0161 925 9761 

Email: 
sales@axionpolymers.com  
www.axionpolymers.com  

Sales Director: Keith Freegard 

AXIONʼS PRODUCT RANGE
Axion Polymers supplies            
polystyrenes and polyoleÞns under 
the brand name Axpoly¨ . 

Available with additives and in a 
range of colours, Axpoly can be 
melt-Þltered to up to 100 micron 
and so is suited to a wide range of 
applications, in particular, sheet  
extrusion (Axpoly can be extruded 
to 0.5mm) and injection moulding.  

Axpoly is a genuine !green"       
product. A massive reduction in 
CO2 is achieved in the production 
of  Axpoly. In the manufacture of 
virgin polymer, 3400 kg of CO2 is        
produced, per tonne (as estimated 
by Plastics Europe).  Collecting, 
separating and compounding    
plastics to produce Axpoly yields 
approx 600 kg of CO2 per tonne.

Every batch of Þnished product   
undergoes a deÞned series of    
quality control checks including 
yield strength, impact resistance, 
melt ßow index (MFI) and IR & XRF 
chemical analyses.  These tests 
have proven time and again that 
quality is the secret to Axpoly"s  
success in this market place.

Many of Axion Polymers" customers 
have successfully substituted      
Axpoly for virgin grades in many 
complex injection moulding         
applications such as replacing 
washing machine parts.

Customer feedback about Axpoly 
has been very positive:

ÒWe have been using the Axpoly 
polystyrene recycled polymer resin 
for the past 3 months and we have 
seen very consistent, high quality 
on our big-volume coat-hanger 
jobs. Those chaps at Axion really 
know their stuff!Ó 
Ð Product Development Manager

Axpoly is available in several 
grades, in black and !off-white", all 
produced to tight production     
speciÞcations. Our team of in-
house technicians can tailor-make 
a polymer blend from our material. 
We are able to respond to customer 
requirements for special blends that 
meet performance requirements,          
supplying higher impact grades and 
colour matching. 

Call our technical team to discuss 
your requirements.

Require high quality, melt       
Þltered polymer? Need          
additives? Impact modiÞers, 
ßame retardants, Þllers? Range 
of colours?

Choose Axpoly ¨

APF/SE3

Colour plaques

EXAMPLES OF PRODUCTS          
MADE FROM AXPOLY¨
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AXPLAS®
PS04 0000 Mixed Polystyrene Granules with FR

Description: 
Axplas® PS04 is a mix of clean styrenic polymer chips which 
offers a low-cost option for manufacturers to add post-
consumer, engineering plastics to a wide range of products. 
The polymer mix includes a high proportion of styrenic       
thermoplastics including PS, HIPS, ABS and traces of PC/ABS. 

Source: 
Unique separation and sorting technologies allows Axplas® 
PS04 resin to be produced from post-consumer TV and     
monitor casings derived from primary UK WEEE treatment 
plants. All production batches are traceable back to the origin  
of the raw material as part of the certified manufacturing    
process.  

Quality Control:
Every tonne of every batch is made under our strict quality  
control procedures and is consistently free from metal and 
other contaminants. The origin of the material means that this 
granular fraction contains a higher level of brominated flame 
retardants than our fully compounded resins - a factor which 
some users see as a potential benefit in the end-use             
application of the material. 

Environment:
Produced from 100% post-consumer raw materials, this    
product fits closely with our other recycled resin grades and 
offers the same set of user benefits, including:

Huge savings in CO2 impact
Appeals to ʻgreenerʼ customers
Cost-down on raw material
Saves the Planet!

The Axplas PS04 chips have a particle size range with 90% of 
mass between 2 - 8 mm.

Axplas® is available in polyester big bags on a pallet.

Axion Polymers 
Langley Road South, Salford, M6 6HQ  
Telephone: (+44) 161 737 6124  
Email: info@axionpolymers.com

Product Information Sheet

Doc Ref:# MS05-PS04-0000

PS04 0000

ISSUE REF:# 10

PARAMETER TYPICAL           
PROPERTIES*

MFI (5 kg @ 200°C) 8 g / 10 mins 

Density 1.14 g / cm3

Br - level 8%

Tensile Strength 30 MPa

Impact 5 kj / m2

Visual Appearance Mixed Dark Coloured

Bulk Density 600 kg / m3
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AXPLAS ¨

PS14 0000 Clean mixed plastic chip

Description: 
Axplas¨  PS14 grade is a mix of clean, washed granular 
chips which are suitable for blending into a wide range 
of products. The polymers PP, PS and SBS are the   
primary parts of the mix (SBS is a type of synthetic  
elastomer).  

The table of physical properties indicates typical values 
obtained from compounding the material as 100% PS14 
resin. Users may find additional benefits by blending the 
Axplas chips in various ratios with other plastics raw  
materials or waste streams.

Source:
Unique separation and sorting technologies allows      
Axplas¨ PS14 resin to be produced from post consumer 
coat hangers. All production batches are traceable back 
to the origin of raw material as part of the certified  
manufacturing process. 

Quality Control:
Each batch is produced under the quality control        
procedures operated on the process plant and is       
consistently free from metal. Other contaminants such 
as wood may be present in low quantities.  

Environment:
Produced from 100% post-consumer raw materials, this 
product fits closely with AxionÕs other recycled resin 
grades and offers the same set of user benefits,         
including:

Huge savings in CO2 impact
Appeals to ÔgreenerÕ customers
Cost-down on raw material
Saves the Planet!

Axplas¨ is available in polyester big bags on a pallet.

Axion Polymers 
Langley Road South, 

Salford, M6 6HQ  

Telephone: (+44) 161 737 6124  
Email: info@axionpolymers.com

Product Information Sheet

Doc Ref:! MS05-PS14-0000

PS14 0000

ISSUE REF:! 5

PARAMETER TYPICAL 
PROPERTIES

MFI (5 kg @ 200¡C) 8 g / 10 mins 

Density 1.14 g / cm3

Tensile Strength 30 MPa

Impact 5 kj / m2

Moisture 0.17%

Elongation@break 20%

Particle size 5 mm

Typical mix of polymer 
types- mass % (values 
may vary)

PS - 45%
PP - 35%
SBS - 5%
Other - 5%
(Can vary +/- 5%)
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AXPLAS ¨

MEP26 0000 Mixed Granules with FR

Description: 
MEP26 is a mix of engineering polymer types including 
PS, PP, PC and ABS. Styrenics make up the major     
fraction of the mix. There is a minor amount of metal, 
mainly copper wire. MEP26 has not been dried.  

Source:
MEP26 is a by-product obtained predominantly from the 
processing of garment hangers collected from a         
nationwide scheme, and also contains a minor fraction 
of WEEE plastics. The chips are cleaned of surface dust 
and dirt during the wash process. 

Possible Applications:
MEP26 can be used as blend-in agent, or Þller for       
generic purpose products. It has potential for further   
reÞnement in a suitable process by, for example, metal 
removal and polymer type separation.

Environment:
Produced from 100% post-consumer raw materials, this 
product offers a set of user beneÞts, including:

Huge savings in CO2 impact 

Appeals to ʻgreenerʼ customers

Cost-down on raw material
Saves the Planet!

Axplas¨ is available in polyester 
big bags on a pallet.

Product Information Sheet

Doc Ref:        MS05-MEP26-0000

MEP26 0000

ISSUE REF:# 4

Metal POM PS PP
PC ABS PC/ABS PVC
EPDM

Typical Composition by percentage

Axion Polymers 
Langley Road South,                           

Salford M6 6HQ  

Telephone: (+44) 161 737 6124 
Email: info@axionpolymers.com
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AXPLAS®
MEP27 0000 Mixed Granules with FR

Description: 
MEP27 is a mix of engineering polymer types including 
PS, PP, PC and Nylon. Styrenics make up the major     
fraction of the mix. There is a minor amount of metal, 
mainly copper wire.  MEP27 has not been dried.

Source:
MEP27 is a by-product from Axion!s recycling process 
for post-consumer TV and monitor casings, which are 
sourced from authorised UK WEEE treatment plants 
(AATFs). The chips are cleaned of surface dust during 
the wash process.

Possible Applications:
MEP27 can be used as blend-in agent, or Þller for       
generic purpose products. It has potential for further   
reÞnement in a suitable process by, for example, metal 
removal and polymer type separation.

Environment:
Produced from 100% post-consumer raw materials, this 
product offers a set of user beneÞts, including:

Huge savings in CO2 impact 

Appeals to "greener! customers

Cost-down on raw material
Saves the Planet!

Axplas¨ is available in polyester 
big bags on a pallet.

Product Information Sheet

Doc Ref:        MS05-MEP27-0000

MEP27 0000

ISSUE REF:# 4

Metal/PVC Circuit board/Glass
PS PP
PC ABS
Nylon 6 PC/ABS

Typical Composition by percentage

Axion Polymers 
Langley Road South,                           
Salford M6 6HQ

  
Telephone: (+44) 161 737 6124 
Email: info@axionpolymers.com
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Axion Polymers

Langley Road South
Salford
M6 6HQ

Tel:! ! ! +44 161 737 6124

Fax:! ! ! +44 161 925 9761

Email:!! ! info@axionpolymers.com

Web:! ! ! www.axionpolymers.com

Sales Team: 

Laura:!! ! +44 161 408 0636

Edyta:!! ! +44 161 408 0639

Keith & Neil:! +44 161 737 6124

Company registration number: 04322117 
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